INSTALLATION OF RIGGING EYEBOLTS
ON DECK MOCK-UP
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Specifications
Unit
Pos. Designation Name = Qty. | welght,| Comment
kg
Deck
. Flame retardant slab 60 - 800 * 1000
N N 1 Rockwool SeaRox SL 620 density of 100 kg/m?® 14.98 | 148,25 M2
P .
v Side exposed to fire
1 Stesi stud for sscuring the insulation "
H .Aﬂﬂ - 1= 2 L= 180 mm 88 | 088 | piecas
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N G 3 Steel stud for securing the insulation 55 066 pleces
L=170 mm 3
Steel stud for securing the Insulation "
4 =360 thm 55 | 083 | pisces
5 Steel spring washer, diamster 38 mm| 881 14.5 pieces
= 8 Stest mesh 2525+ 0.8 ns 36 M2
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Steel deck e aed EQUIPMENT FOR FIRE TESTS OF FIREPROOF DECK STRUCTURE
Meas.| Quiy | Shet um Sign H-120
Eeslopedby | Lkhanin Deck Mock-up. jStage L Sheat 1 Shests ]
Muiifiad by Nikiorov Metat rigging eyabolts, P 1 4
M. canirol Gamnkov insulation.
Assembly drawing MorNefteGazStroy LLC
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1. Deck Mock-up, for the "H-120° class firep d deck

requirements of the FTP Code 2010 and the Rules for the n_muu:mgma? Construction, and

Equipping of Floating Drilling Rigs and Offshore Fixed Platforms;
2. The seams of the insulation should be separated by at least 120 mm;
3. Weld the studs with a special welding device;
4, Sacure each layer of insulation with a steel washer, pos. 5

lies with the

5. On fop of the last layer, lay the mesh pos. 6, then secure with a steel washer.
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